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ISO 7241 - B - Industrial Interchange 
Sizes: 1/4” thru 1”

HNV BRASS SERIES QUICK COUPLINGS (PBV1)

Body 
Size CH1 CH2 OE L1 L2 L3

Optimal Flow 
Rate

(GPM)
(Connected)

Max Working
(PSI)

04 .75 .75 1.10 3.01 2.36 1.50 3.17 3,000

06 .87 .87 1.38 3.37 2.65 1.67 6.08 3,000

08 1.06 1.06 1.73 3.80 2.98 1.89 12 2,600

12 1.34 1.34 2.05 4.51 3.60 2.24 28 2,000

16 1.61 1.61 2.36 5.20 4.17 2.58 50 2,000

ORDERING INFORMATION
QUICK COUPLING PART NUMBERING SYSTEM:

HNV B -- 12 - 12 - C - NPT

HNV BRASS SERIES

ISO 7241 - B

Body Size
04 1/4”
06 3/8”
08 1/2”

Material

B Brass

Body Size
12 3/4”
16 1”

Thread Size
04 1/4”
06 3/8”
08 1/2”

Thread Size
12 3/4”
16 1”

Coupler / Nipple

C Coupler

N Nipple

Thread Type

NPT NPT

Features and Applications 
  • Brass material for corrosion resistance

  • Radial locking balls

  • Manual connect and disconnect

  • Hydraulic fluids
  
  • Water

  • Diesel / Petroleum

MATERIALS
Body:             Brass
Seals:            NBR standard seals
Threads:        NPT

MAJOR INTERCHANGES
Parker 60           Faster HN
Tomco THK        Aeroquip FD45
Dixon H              SnapTite 72
Stucchi IRB        Safeway S10

DIMENSIONAL & PRESSURE RATING DATA

units: inches

L2 L3
  L1

CH2CH1

OE

* Additional flow rates on page???


