
HNV-BOP 
Features and Benefits

   • Exceeds 7241-1 ISO “B” norm

   • Oversize sleeve

   • Poppet design

   • Locking sleeve

   • Radial ball locking connection

   • True quick coupling without threading

   • Redundant double O-Ring design

   • Standard Threads: NPT

  

Applications and Markets

   • Designed specially for B.O.P. (Blow out 
     Preventers) accumulator systems in the Oil    	
     & Gas market

   • Red color on coupling and nipple designates  	
     that the couplings are B.O.P. fire approved

   • API 16D Certificate that states that all 
     couplings must maintain pressure when 
     exposed to 1300º F (700º C) for a 5 minute   	
     period. 

  * Lloyds Certificate upon request

Body Size CH1 CH2 OE L1 L2 L3
Working 
Pressure

(PSI)

Max Flow
(GPM)

Lloyd Test Pressure
(PSI)

1/2” 1.06” 1.06” 1.85” 3.81” 3.00” 2.05” 3,600 20 3,000

3/4” 1.34” 1.34” 2.20” 4.51” 3.60” 2.50” 3,600 40 3,000

1” 1.60” 1.62” 2.60” 5.20” 4.18” 2.85” 3,600 55 3,000

HNV-BOP SERIES
ISO-B PUSH PULL
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* For Blow out Preventor - add BOP to part number Ex:HNV-BOP-16-16-C-NPT (Coupler)
Ex:HNV-BOP-16-16-N-NPT (Nipple)  
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