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ORDERING INFORMATION
QUICK COUPLING PART NUMBERING SYSTEM:

PT - 12 - 12 - C - NPT

PT & PTK SERIES

PT Standard

PTK Connect Under 
Pressure

Body Size
06 3/8”
08 1/2”
12 3/4”
16 1”

Thread Size
06 3/8”
08 1/2”
12 3/4”
16 1”

Coupler / Nipple

C Coupler

N Nipple

Thread Type

NPT NPT

BSP BSP

L2 L3

CH2CH1

OE

Quick Release European Interchange
Sizes: 1/2” thru 1”

PT & PTK SERIES QUICK COUPLINGS

Features and Applications 
  • Higher working pressure than standard push pull 
    poppet style couplings

  • Higher flow rates than standard poppet style couplings

  • Lower pressure drop than standard couplings while
    maintaining high working pressure

  • Locking sleeve design to prevent accidental 
    disconnection 

  • PTK Series is connectable under pressure up to 
    4,500 PSI

  • Hydraulic Systems, Chemical Industries, Industrial   
    Plants and Mobile Machinery

MATERIALS
Body:             Carbon Steel
Seals:            Buna Seals
Threads:        NPT and BSP

MAJOR INTERCHANGES
Dixon TR       Stucchi IRH
TEMA

Body 
Size CH1 CH2 OE L1 L2 L3

Optimal 
Flow Rate

(GPM)

Suggested
 Flow Rate 

(GPM)

Working 
Pressure

(PSI)

06 .94 .87 1.38 3.35 2.60 1.67 11.38 23 5,365

08 1.10 1.00 1.50 3.80 2.90 1.90 13 42 5,000

12 1.40 1.40 2.00 3.90 3.10 1.90 30 56 4,350

16 1.70 1.70 2.40 4.40 3.60 2.20 48 100 4,350

DIMENSIONAL & PRESSURE RATING DATA

units: inches

  L1

PT

PTK


